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TO THE REQUIREMENTS OF CSA STANDARD B602:
TYPE 3 MJ couplings for use with cast iron hubless (plain-end) pipe and pipe fittings:

Regular Style Wide-body Style
Nominal Pipe Corrugate Shield Part Diamond Shield Part Diamond Shield Part
Size(s) No. No. No.

1-1/2 by 1-1/2 0002 0075 0056



2 by 1-1/2 0004 0076 =

2by2 0006 0077 0057
3by2 0007 0078 -
3by3 0008 0079 0058
4by3 0009 0080 =
4by4d 0010 0081 0059
5by5 0012 0082 0060
6 by 6 0014 0083 0061
8 by 8 0016 0084 0062
10 by 10 0017 0085 0063
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! PIPE AND PIPE FITTINGS-Mechanical Coupling ‘

TO THE REQUIREMENTS OF CSA STANDARD B602:
Mechanical Joint (MJ) Couplings ("ANACQ" trade name):

Part No 5010; 1-1/2" Cl/Steel to 1-1/2" Plastic/Steel.

Part No 5012: 1-1/2" Cl/Plastic/Steel to 1-1/2" bath waste tubing.

« Part No 5013: 1-1/2" Cl to 2" Copper.

Part No 5023: 2" Cl/Plastic/Steel to 1-1/2" Plastic/Steel.

Part No 5024: 2" Cl/Plastic/Steel to 1-1/2" bath waste tubing.

Part No 5040: 4" Plastic to 4" Plastic.

Heavy Duty models, "HUSKY" SD Series 4000 trade name:
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Part No 4002: 1-1/2" Cl to 1-1/2" Cl

Part No 4006: 2" Cl to 2" CI

Part No 4008: 3" Ci to 3" Cl

Part No 4010; 4" Cl to 4” Cl

Part No 4012: 5" Cl to 5" Cl

Part No 4014: 6" Cl to 6" Cl

Part No 4016: 8” Cl to 8" Cl

Part No 4017: 10" Cl to 10" CI

Part No 4004: 2" Cl to 1-1/2" Cl Reducer

Part No 4005: 3" Cl to 2" CI Reducer

Part No 4013: 4" Cl to 2" Cl Reducer
Part No 4009: 4” Cl to 3" Cl Reducer
Medium Duty models, "HUSKY" SD Series 2000 trade name:

Part No 2002: 1-1/2" Cl to 1-1/2" CI

Part No 2006: 2" Ci to 2" Cl

Part No 2008: 3" Cl to 3" Cl

Part No 2010: 4" Cl to 4" CI

Part No 2012: 5” Cl to 5" Ci

Part No 2014: 6” Cl to 6" Cl

Part No 2016: 8" Cl to 8" Cl

Part No 2017: 10" Cl to 10" CI
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IAPMO RESEARCH AND TESTING, INC.

5001 E. Philadelphia Street, Ontario, CA 91761-2816 e (909) 472-4100 » Fax (909) 472-4244 » www.iapmort.org

Product:

Issued To:

Identification:

Characteristics:

Products are in

Products are in

MODELS:

Model No.
2011C
2002¢
2003C
2004C
2006C

Size

SCC Accrodited
cB.PS

@ |

IAPMO R&T Product Listing

ansI

SOAEG 17065
Product Contification Body
#0202

™

This IAPMO R&T Listing is current as of 4/23/2020

Mechanical Couplings for Drain, Waste, and Vent Pipe and Sewer Pipe File Neo. 10999

BIBBY STE-CROIX

6200 RUE PRINCIPATE
SAINTE-CROIX, QC QUEBECGOS 2HO
Canada

Each expansion joint shall be permanently marked with "CSA B602" , and the components
manufacturer's name or registered trademark in the country of destination. In addition, coupling
assemblies shall be permanently marked with the nominal size (NPS) and the pipe material(s) for
which the coupling is designed. The expansion joints shall also be marked with the words "DWV
Expansion Joint", the intended direction of flow (if applicable) and the words "vertical
installation only". Markings shall be legible and visible after installation. Products shall also
bear the cIAPMO R&T® certification mark.

Mechanical couplings used to axially join pipes and fittings in non-pressure drain, waste, and
vent (DWV) piping systems and sewer piping systems located inside or outside buildings and above
ground or underground. To be installed in accordance with the manufacturer's instructions.
Products listed on this certificate have been tested by an IAPMO R&T recognized laboratory. This
recognition has been granted based upon the laboratory's compliance to the applicable
requirements of ISO/IEC 17025.

compliance with the following code(s):

National Plumbing Code of Canada

compliance with the following standard(s):

CSA B602-2016
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